DV-22/DV-6/DV-685
OWNER'’S MANUAL FOR
1.We recommend that you do not dismantle your shock.
2.Spring mark: If it shows 450 Ibs/in, it means when you force the spring compresses 450 Ibs/in
per one inch. 1"
3.After 250 km or every three months of riding, remove the mount-bearing sleeves on each end
of your shock to inspect, clean and grease or replace if necessary.
4.After a muddy ridding, clean the main shaft, dust seal and bumper rubber to extend the
performance of your shock.
5.When you are adjusting the preload retainer cup, do not let the retainer cup over the line of
the safety ring.
6.You need to remove and install the top cap before and after you change the coil spring.
7.Please note: DV-6/DV-6S are no damping coil spring rear shocks.
8.Use period in two years on factory-gate date after.

9.Do not use in dangerous jump or in professional trail road.

BEDIENUNGSANLEITUNG FUR

1.Wir empfehlen, dass Sie Ihren StoRdampfer nicht demontieren.

2.Federmarkierung: Wenn 450 Ibs/in angezeigt werden, bedeutet dies, das bei der
Komprimierung der Feder 450 Ibs pro Zoll wirken. 1"

3.Nach 250 km oder nach drei Fahrmonaten entfernen Sie die Lagertragerhilse an jedem Ende
des StoRdampfers zur Priifung, Reinigung, Schmierung oder, bei Bedarf, zum Austausch.
4.Nach einer Fahrt im Schlamm reinigen Sie den Hauptschaft, die Staubdichtung und den
Stoffangergummi, um die Leistung lhres StoRdampfers zu verbessern.

5.Wenn Sie den Vorspannungsriickhalter justieren, bewegen Sie den Riickhalter nicht tber die
Linie fur den Sicherheitsring.

6.Sie mussen die obere Kappe vor und nach dem Austausch der Schraubenfeder entfernen.

7 .Bitte beachten: DV-6/DV-6S sind keine hinteren Dampferspulenfederbeine.

8.Der Verwendungszeitraum liegt bei zwei Jahren nach Verlassen des Werks.

9.Fiithren Sie keine starken Spriinge aus, um die hohe Leistungsfahigkeit zu erhalten.

DV-22/DV-6/DV-685

A.Body A.Gehause

B.Preload nut B.Vorspannungsmutter
C.Coil spring C.Schraubenfeder

D.Top cap D.Obere Kappe or topcap
E.Aluminum sleeve E.Aluminiumhiilse

F.Drive axle. F.Antriebsachse.
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